Medical

Product Name

Mine2

2 Shat Buttons

Safety

It shortens &xposure time with
high frequency inverter,

High Resolution

It provides fine images with
0.4mm focalspot.

Light Weight

The weight of 1LBlkg makes it more
canverient for use s,
Long-lasting Battery

It allows more than 100 exposures
per 1 time charge.

Guide Beam

It helps to figure out its range and where
¥-ray emission aims at,

Remate control

The use of the emote control allows for
a wider range of use and can also protect
the userfrom radiation exposure.

Acqusition

Specification

Product Name

Input Power
Battery Charger

Output Pawer
Power Supphy
Frequency
Tube kv mA
Focal spat Size

Weight

Portable X-ray

Mine2

DC 5122 1A

300- 240 VAC, SO-60Hz 1.7A

120w

DC 111 1%{Battery)

100k Hz

60V amA(Fixed)

o4Amm




Medical

ProductName

DXD 17x17

Superior Image Quality

legh!y Sensitive CsIAED Detector
with 16bit AD Conversion.
"AED { Auto Exposure Detection) Support.

Lightyetdurable.
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Software

O-View which is a latest Medical software
helps users to acquire and edit images
more easily,

Acqusition

Specification

Product Name

Extemal Dimension [ Weight

TFT Type

Scintillator

Pixel Size

Image Area

MTF
DQE

AfD Conversion / Data Output

Cyde Time [ Fullimage

Detector
& Software

DXD1Tx17

4606mm x 460mm x 15.5mm /32 kg, Tib

A-si

Gl

148um

Yecay Sensitive Find 30722 MT2 pisels

Y-tay S aitive Aea £30.00 x £30.08 mm

NTF @ 0Slpymm Typ) 89%

DQE @ 0.18p/mm {Typ) 729

16bit / 16bit

Bsec f3sec



MEd ic_al Detector

Acqusition

Easy Use Interface
I Praduct Name:

17 ITWCC [SCC Auto-triggering Technology:
Battery Indicator

Itis easy to check the remained battery
amountwith Battery Indicator, Speclfication,

Light Weight Product Name LRLTWEL EPTSCC

ITETWCE - 3. Thg [ 7.Tlbs),

1TITSCC ,_40"' (8.8lbsh Scintillator Csl: T Csl: Tl

Artive Area 423 x 423mm, 423 x 423 mm,

High Resolution
Active Pikels 3328x 3,328 3,328 x 3,328px

It provides fine images with TF-LCD
Technology.

Pixel Pitch 127um, 127um,
1717SCC

Limiting Resolution 3.9 mm 3.9p/mm,

Long-lasting Battery

1TITWCC : 4.5 hours per 1 chamge. A/Diaomversien

Preview.Time

Wired&Wireless LAN
Wired: GigE Energy Range

 Wireless: 802.11 a/g/n/ac Weireless LAN

Weight 3.5 {7 7l shinet barwry 4.0kg (8 8lbs)




Medical

ProductName

1012WCA/WCC

Easy Use Interface
Auto-triggering Technology

Battery Indicator

Itis easytocheck the remained battery
amountwith Battery Indicator.

Light Weight

1012WCA: 27kg (6.0lbs)
1012WCC : 1.75kg (3.86lbs)

High Resolution

It provides fine images with TFT-LCD
Technology.

Long-lasting Battery
4 hours per1charge.

Wired&Wireless LAN

Wired ; GigE
Wireless : 802,11 a/g/n/ac Wireless LAN

Specification

Product Name
Scintillator
Active Area
Active Pixels
Pixel Pitch

Limiting Resolution

A/D somversion

Preview Time

Energy Range

Dimension

Weight

1012WCA

Detector

1012WCC

Cd:T

Csl:

260x325mm

228 % 293mm

2048 %2 560D

1,792 % 2,304px

12T pm

12Fum

3.99pfmm

3.9ipfmm

14/16 hits

1416 bits

s2sec

<2 sec

40 - 150kvp

40 - 150V

337x395x18mm

328x 268x15mm




Medical C-arm

Portable X-ray specification Detector specification

Product Mame

H-ray Unit

Input Power

Battery Chamger

Outpaut Power

Power Supply

Frequency

Tube kvfimA

Focal spotSize

Weight

Mine2

DC 512w 1A

LO0- 240 WAL, S0-60H 1.TA

LW

DC 11.1V{Batteryl

100k He

60kV 2mA(Fixed)

04mm

1 8kg

Product Name
Extemal Dimension [ Weight
TFT Type
Scintillator

Fixel Size

Image Area

MTF
DQE
AD Conversion | Data Output

Cyde Time [ Fulllmage

DXD 17Tx17

480mm x 460mm x 15.5mm 3.2 kg, TIb

A-si

Csl

Lafpm

Fraay Sensitiee Pisd 3072 x 3072 pixels

Yorny Sansithve frea #3008 x 430,08 mm

MTF @ 0.5 iy

IDOE & 0. 1p

16bit / 16kit

Bsec, [ Isec

*14” x 17" sized detector is also available.





